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PRESSURE REDUCERS 

First stage pressure reducer for cylinder, high load, per O2, 
N2O, CO2, N2 , Air , adjustment  from 0 to 8 bar
Nickel – plated brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
Outlet fi tting hosetail 6 mm.
40 cu.mt/hr load at a pressure of 8 bar
28 cu.mt/hr load at a pressure of 4 bar
Temperature range – 15 ° + 60 ° C
Weight 1,300 Kg.

First stage pressure reducer for cylinder, high load, per O2, 
N2O, CO2, N2 , Air , preset 4 bar
Nickel – plated brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
Outlet AFNOR NFS 90-116
40 cu.mt/hr load at a pressure of 8 bar
28 cu.mt/hr load at a pressure of 4 bar
Temperature range – 15 ° + 60 ° C
Weight 1,300 Kg. 

First stage pressure reducer for cylinder, high load, per O2, 
N2O, CO2, N2 , Air , preset  4  or  8 bar
Nickel – plated brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
Outlet UNI 9507
40 cu.mt/hr load at a pressure of 8 bar
28 cu.mt/hr load at a pressure of 4 bar
Temperature range – 15 ° + 60 ° C
Weight 1,300 Kg

First stage pressure reducer for cylinder per O2 or Air, 
preset 4 bar
Nickel – plated brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 bar ( Hp )
Flow Meter 0 – 15 Lt/min  
Outlet fi tting 9/16” male with hosetail 6 mm.
28 cu.mt/hr load at a pressure of 4 bar
Temperature range – 15 ° + 60 ° C
Weight 1,460 Kg.

300 cc Humidifi er composed by:
Nickel-plated brass tap with tube holder and safety valve 
Steel net diffuser sterilizable at 121° C per 15 minutes
Makrolon jar sterilizable at 121° C per 15 minutes
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STM SISTEMI TECNOLOGIE MEDICALI S.r.l. - VIA DELL’INFORMATICA, 7 - 20083 VIGANO DI GAGGIANO (MI) Italy
Tel: +39 02/90843021 - FAX: +39 02/90843022 - info@stmmedicali.eu - www.stmmedicali.eu 
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First stage pressure reducer for cylinder, high load, per O2, 
N2O, CO2, N2, Air , adjustment  from 0 to 8 bar
Brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
1/2” F outlet fitting with 1/2” ball – valve and hosetail 6 mm. 
100 cu.mt/hr load at a pressure of 8 bar
70 cu.mt/hr load at a pressure of 5 bar
50 cu.mt/hr load at a pressure of 4 bar
Temperature range – 15 ° + 60 ° C
Weight 5,600 Kg.

First stage pressure reducer for cylinder, high load, per O2, 
N2O, CO2, N2, Air , adjustment  from 0 to 10 bar
Brass body
Safety valve
Inlet connectors UNI - NF - DIN  -  BS -  Pin Index 
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
1/2” F outlet fitting with 1/2” ball – valve and hosetail 6 mm. 
180 cu.mt/hr load at a pressure of 10 bar
70 cu.mt/hr load at a pressure of  5 bar
50 cu.mt/hr load at a pressure of  4 bar
Temperature range – 15 ° + 60 ° C
Weight 5,600 Kg.

Second stage pressure reducer, high load, per O2, N2O, CO2, 
Air, adjustment  from 0 to 8 bar
Brass body
Safety valve
Inlet connector 1/2” gas F  
Gauge range 0-16 bar 
Gauge range 0-10 bar
Outlet connector 1/2” gas F  
70 cu.mt/hr load at a pressure of  6 bar 
45 cu.mt/hr load at a pressure of  5 bar 
38 cu.mt/hr load at a pressure of  4 bar 
Temperature range – 15 ° + 60 ° C
Weight 5,600 Kg.

EMERGENCY GAS BOX  ( O2 – N2O – AC – CO2 – AC8 – N2 )
Complete by:

Suitcase containment and transport
First stage pressure reducer for cylinder, high load, per O2, N2O, 
CO2, N2, Air  composed by :
Gauge range 0-315 or 0-160 bar ( HP )
Gauge range 0-16 bar ( LP )
Outlet NIST ISO EN 5359 
Mt. 5 Antistatic hose with NIST – NIST probes
Mt. 5 Antistatic hose with NIST – BS probes
Mt. 5 Antistatic hose with NIST – DIN probes

56


